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10g ALUMINIUM SUPPORT
PRESSING WITH
NOMINAL5mm PACKING
BEHIND FACTORY FITTED

SILICONE
SEALANT BY
INSTALLER

STANDARD 28mm DGU:
CENTRE PANE U VALUE 1.2W/m2K

INTERNAL PLASTERBOARD
NOMINAL 12-14mm FINISH BY
OTHERS

LEAD FLASHING BY OTHERS

SIZE FROM WALL TO OVERALL FINISHED CURB

TIMBER WALL PLATE BY INSTALLER

CO-EXTRUDED
BLACK  UPVC
THERMAL LINER AND
CONTINUOUS GLASS
SEALING STRIP

FACTORY GLAZED,
THERMALLY BROKEN
ALUMINIUM FRAMING
RAL 9010 MATT
INTERNALLY
RALL 9005 MATT
EXTERNALLY

*** MIN 5 DEGREE FALL
REQUIRED OVER SHORTEST
DIMENSION TO FACILITATE
DRAINAGE ***

EXTERNAL COMPRESSABLE
SEALANT JOINT BY INSTALLER

SCALE: 1:2 AT A4

LONSDALE METAL Co. LTD
London N17 9QU
TEL: 020 8801 4221  FAX: 020 8801 1287
Email: info@lonsdalemetal.co.uk
www.lonsdalemetal.co.uk

VERTICAL SECTION THROUGH
ROOFLIGHT ECOGARD FGR-F1 TOP WALL
JUNCTION AT 5 DEGREE PITCH
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TECHNICAL CATALOGUE DETAIL
ECOGARD ROOFLIGHT
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